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The Argus 75 camera supplied with your ARGUS COLOR KIT 
has been designed to take 16 “SUPERSLIDES”, in addition to the 
normal 12 23 x 24 pictures on a standard roll 620 color film. 

This instruction leaflet is for use only when taking “SUPER- 
SLIDES”, and the comprehensive camera instruction booklet 
should be referred to for normal camera operation. 

Taking “SUPERSLIDE” color shots with your ARGUS 175 is 
simplicity itself, and perfect results will be obtained if you 
follow these instructions carefully:— 


(1) Your camera is packed complete with a film mask (fitted into 
the back of the camera) and a viewfinder mask (fitted under 
the viewfinder hood). Both these accessories are removable, 
and should be removed when 12 24 x 2% pictures are required. 
Check the position of both masks. The film mask fits flat 
in position in the camera back and is held in position by 
means of two clips, one at each end of the mask. The view- 
finder mask should be positioned inside the viewfinder frame 
in the top of the camera, and it will remain firmly in position 
until removed by lifting with the finger grip provided. 


Your ARGUS 75 is fitted with two windows in the hinged 
back of the camera. The centre window reads off film numbers 
from 1 to 12, and the window to the side reads off numbers from 
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1 to 16. Load your color film in the normal way, taking care 
to protect the film from bright light (load your camera 
indoors or in the shade, if possible), turn the film winding 
knob until number (1) appears in the side window. You 
are now ready to take perfect “SUPERSLIDES” in color. 


The main instruction booklet will tell you how to hold your 
camera and point out several tips to help you get the best 
results from your camera, but you should remember that bright 
sunlight, with the sun over your shoulder, produces the best 
color shots. Avoid wasted film by taking your “SUPER- 
SLIDES” on bright, sunny days, or if you wish to take 
pictures in poor light or deep shade, use your ARGUS 176 
flashbulbs, with WOTAN XMIBS flashbulbs. (They are tinted 
blue for color shots). 


After you have taken your last shot, unload your film in the 
normal way, taking care once again to avoid bright light, 
and return it to your dealer for processing. When your film 
is returned, use a pair of scissors to trim along the dotted lines 
on the film. Now you can mount each shot in the “SUPER- 
SLIDE” mounts provided. The mounts are self-adhesive; 
all you have to do is press both sides of the mount together 
for permanent sealing. 





The famous Argus Previewer has been supplied with your 
ARGUS COLOR KIT — it will show your “SUPERSLIDES” 
brilliantly, and magnified many times. 
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